
5B10K0050 Accessories: Features:

Built-in oven 
Stainless steel

Optional accessories: Consumption and connection values:

Available color options:

EAN-Nr.: 4251003102840

  

Output, consumption
• Energieeffizienzklasse A
• Spannung: 220 - 240 V
• Gesamtanschlusswert: max. 2.85 kW

Oven type, heating type
Built-in stove with 5 heating types:
• Top / bottom heat
• Bottom heat
• Top/bottom heat
• Vario large area grill
• Vario small area grill

Equipment / comfort
• Temperature regulation from 50 °C – 275 °C
• Full glass inner door
• Low window temperature, max. 50 °C
• Cooking chamber volume 71 l
• Smooth oven walls with suspended grates
• Metal handle
• Enamelled cooking chamber
• Removable oven door for easy cleaning
• Oven lighting
• Cooling fan
• Control lamp for operation condition

Technical data and dimensions
• Appliance dimensions(H/W/D): 595  ×  594  ×  548 mm
• Installation dimensions(H/W/D): 597  ×  560  ×  550 mm
• Length of connection cable: 100 cm
• „dimensions and installation instructions for this device in 
accordance with the technical drawing"

  

• 1x Combination grate
•1 x Universal pan

• 5Z11BE11 : Enamelled baking tray 
• 5Z11CR13X0 : Combination grate 
• 5Z11CU13B0 : Enamelled universal pan

• 5B10K0050 : Built-in oven 

• Front color: stainless steel
• Type: built-in
• Integrated cleaning system: no
• Niche dimensions (mm): 575-597 x 560-568 x 550
• Dimensions of the device (mm): 595 x 594 x 548
• Dimensions of the packaged unit (mm): 665 x 660 x 
685
• Material of the panel: stainless steel
• Material of the door: glass
• Net weight (kg): 28.9
• Net volume - oven 1 (l): 71
• Heating modes: top / bottom heat, top / bottom heat 
gentle, bottom heat, Vario large grill, Vario small grill
• Material 1. Oven: Others
• Temperature control: No temperature control
• Number of built-in lights: 1
• Approval certificates: CE, VDE
• Length of connection cable (cm): 100
• Interior lighting - oven 1: 1
• Integrated accessories: 1 x combi roast, 1 x universal 
pan
• Performance large grill 1: 2800

• Energy efficiency class (2010/30 / EC): A
• Energy consumption per upper / lower heat cycle 
(2010/30 / EC): 0.81
• Energy Efficiency Index (2010/30 / EC): 95.3
• Electrical connection value (W): 2850
• Hedging (A): 13
• Voltage (V): 220-240
• Frequency (Hz): 60; 50
• Plug type: Schuko / Gardy.m. grounding
• Front color: stainless steel
• Energy Source: Electric
• Approval certificates: CE, VDE
• Dimensions of the packaged device (in): 26.18 x 
26.96 x 25.98
• Net weight (lbs): 64
• Gross weight (lbs): 69
• Length of connection cable (cm): 100
• Net weight (kg): 28.9
• Gross weight (kg): 31.0

20mm for metal fronts

Size in mm

Space for oven connection 
box 320 x 115

Size in mm

20mm for metal fronts

Space for oven 
connection box 320 x 
115

Size in mm

With metal fronts 20mm


