5DA 39258 AU

EAN Nr: 4251003105469
EG198142

©® BLAUPUNKT

Telescopic Hood 90 cm
Faber fun code non available

Performance / consumption
« Energy Efficiency Class: B

« Annual Efficiency Consumption: 38.6 kW/Year
« Fluid Dynamic Efficiency: C

 Lighting Efficiency Class: D

« Grease Filtering Efficiency Class: C

« Total connected load: 118 W

+ Voltage: 220-240 V

Design, comfort
“Level fan output 3

+Electromechanical control

“Uniform, bright lighting with 2 LED lamps

+Average illumination of the lighting system on the cooking
surface : 100 Lux

+Color temperature: 3000 K

«Cassette Filter

Dimensions:
« Extraction: (HxLxD): 175 x 898 x 280 mm + 20 mm frontal
el

pan
« Circulation: (HxLxD): 175 x 898 x 280 mm + 20 mm frontal
panel

* Min. Height: 175 mm

« Max. Height: 175 mm

Accessories:
5Z9121X1/EG18041 charcoal filter

Features:

Hood type: Telescopic hood

Chimneys Colour: n/a.

Type: builtin / pull-out

Approval certificates: CE

Length of connection cable (cm): min 150
Niche dimensions (mm): -

Height of the chimney (mm): -

Height of the hood without chimney (mm):

Net weight (kg):

Control: Electromechanical control

Fan power level: 3

Max Fan power in extraction mode (m3/h): 340
Intensive Fan power in extraction mode:
Max Fan power in recirculation mode (m3/h): - 140
Intensive Fan power in recirculation mode (m¥/h):
Number of lamps (pes): 2

Sound power (dB(A) re 1 pw): 67

Outlet diameter (mm): 150

Grease filter material: Aluminum

Odor filter: Optional

Airflow type:

Delay Shut off modes:

Required accessories: Yes

Special accessories: -

Type of lamps: LED

Lamp power (W): 2x4

Grease filter type: cassette

Filter alarm: no

Special accessories:

Available color options:

Consumption and connection values:
Connected load (W): 110

Fuse rating( (A): -

Voltage (V): 220-240

Frequency (Hz): 50

Plug type: EU

Installation type: built-in

Hood material: metal painted

Approval certificates: local AU certificate

Plug type: AU

Required distance between hob / stove: 500 mm
(induction) / 650 mm (Gas)

Position of the fan: motor in the casing

Max. Fan power recirculation mode (CFM): -
Air outlet: upwards

One way flap: no

Length of main cable (cm): min 150




