
5DB 69751 Accessories: Features:
Wall Flue 90 cm

Optional accessories: Consumption and connection values:

Available color options:

EAN-Nr.: 4251003103205

  

Output, consumption
• Voltage: 220 - 240V
• Total connection value: 123 W
• Energy efficiency class: C *
• Average energy consumption: 75 kWh / year *
• Fan efficiency class: E *
• Lighting efficiency class: E *
• Grease filter efficiency class: C *
• noise min./max. Normal level: 54/68 dB *
• fan power max. Normal Level:
- For exhaust air operation 435 m3 / h
- with recirculation mode 270 m3 / h

* According to EU regulation No. 65/2014 / fan power according 
to EN 61591

Equipment / comfort
• Stainless steel
• For wall mounting via hotplates
• Optional extract air or recirculation mode
(for recirculation a carbon filter is needed)
• Mechanical 3-stage control
• Intensive levels with automatic reset
• Even, bright illumination with 2 x 4 W LED lamps
• Illuminance: 90 lux
• Color temperature: 3,000 K
• Metal grease filter, dishwasher safe
• Incl. Exhaust duct

Technical data and dimensions
• Appliance dimensions, extraction (H/W/D): 790-940 x 900 x 
470 mm
• Appliance dimensions, circulation (H/W/D): 790-1070 x 900 x 
470 mm

• 5Z9114X1: Carbon filter
• 5Z 9119X1: Shaft extension, upper flue 
 Stainless steel 990 mm

• Device Type: T-Shape
• Color of the fireplace: stainless steel
• Type: fireplace
• Approval certificates: CE, IMQ (ENEC)
• Niche dimensions (mm): 70x900x470
• height of the chimney (mm): min. 730 max. 1000
• Height of the unit without chimney (mm): 70mm
• Net weight (kg): 14.2
• Control: Pushbuttons
• Regulation of power levels: 3
• Max. Fan power exhaust air operation (m3 / h): 370
• Max. Fan speed recirculation mode (m3 / h): 230
• Number of lamps (pieces): 2
• Sound power (dB (A) re 1 pW): 63
• Diameter of exhaust air outlet (mm): 150/120
• Material of grease filter: aluminum
• Odor filter: no
• Type of air duct: convertible
• Caster: no
• Type of lamps: Halogen
• Total power of lamps (W): 2x28
• Type of grease filter: Multilayer cassette
• Filter change reminder: no

• Connected load (W): 123
• Protection (A): No
• Voltage (V): 220-240
• Frequency (Hz): 50
• Plug type: Schuko
• Type of installation: wall
• UPC: 4251003101737
• Housing material: stainless steel
• Approval certificates: CE, IMQ (ENEC)
• Length of power cable (in): 59
• Plug type: Schuko
• Dimensions of the unit, with chimney (if present) (in): 
31,49 / 42,12 x 23,62 x 18,50
• Dimensions of the packaged unit (in): 26.45 x 16.33 x 
23.74
• Required distance between trough / hob: 19.68 / 25.59
• Net Weight (lbs): 26.45
• Gross weight (lbs): 34.17
• Location of the fan: In the shaft
• Max. Blower Air Recirculation (CFM): 217
• Diameter of the ventilation duct (in) upwards: 5.90 / 4.72
• Flow direction: upwards
• Backwater flap: Yes
• Length connecting cable (cm): 150


