EAN-NTr.:4251003105162

©® BLAUPUNKT

5DD72554
Stainless steel / Black alass
Ceiling fan

Power / consumption

« Energy efficiency class: C

+ Average energy consumption: 51 kW/a

« Fan efficiency class: D

« Lighting efficiency class: A

« Grease Filter Efficiency Class: B

» Sound power (dB(A) re 1 pW): 55/ 67 dB
Stainless steel and black glass

for ceiling mounting over cooking islands
Air recirculation hood

« Fan capacity 4-stage (3 + 1 intensive)

* Remote control

* Multicontrol

« Uniform, bright illumination (2x2.7 W LED)
« Average illuminance: 151.74 lux

Colour temperature : 4000 K

Performance according to EN 61591:
Max. for recirculation operation (m3/h): 491
Max. for intensive stage recirculation mode (m?/h):543

Technical data and dimensions (H x W x D)
* Unit dimensions exhaust: -

« Device dimensions circulating: 185 x 1180 x 650 mm

« Device dimensions (packed): 240 x 1325 x 775 mm

» Net weight (kg): 26,53

» Gross weight (kg): 34,22

Accessories

+ Metal grease filter, dishwasher safe

Equipment features:
Device type: Ceiling fan
+ Approval certificates: CE
« Connection cable length (cm): 150
+ Niche dimensions (mm):
« Net weight (kg): 26,53
+ Number of lamps (pcs): 2
« Diameter of the exhaust air socket (mm):
+ Material of the grease filter: Aluminium

Special Accessories
Charcoal filter 529112X1

For additional Multi Control functions:
Receiver BLZ501
Remote Control BLZ502

Available Color Options

Consumption and connection values:
Total connected load:(W): 95.

Fuse (A):

voltage (V): 220/240

Frequency (Hz): 50/60

+ Plug type: Schuko

+ Hood body: stainless steel and glass black

Distance from the hob:
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