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5IE64252
Stand-alone hob. induction
Glass ceramic. 60 cm

Special accessories

EAN-Nr.: 4251003104738

Power / Consumption
* Voltage: 220 - 240 V'
« Total connected load: 7,4 kW

Fuctions

* 4 induction cooking zones

« Frameless

+ Boost function for all induction cooking zones
« Startup-Boost

* Smart Slider

* Touch Control

+ 10 power levels

* Simultaneous timers for each zone
« Egg timer

« Child lock

* Pause

* Recall

+ Keep warm function (~70°C)

+ Demo-Mode

« Digital display (red)

* Residual heat indication for each cooking zone
* Overflow detection

« Time limitation system

* Multi Control

* Pot detection

Cooking zones
-1 x@ 155 mm, 1,4 KW (Boost 2,1 kW)
-1 x@ 155 mm, 1.4 kW (Boost 1.85 kW)
-2 x@ 215 mm, 2.3 kW (Boost 3.0 kW)

Technical data and dimensions
+ Appliance dimensions: (B/T) 590 x 520 mm

« Installation dimensions: (H/W/D) 52 x 560 x 490 mm

+ Appliance dimensions (packed) (H/W/D): 95 x 650 x 600 mm
+ Net weight (kg): 9,38

+ Gross weight (kg): 10,23

« Min. worktop thickness: 16 mm

Features
« Device type: induction hob

« Energy source: electric

- Sealing gasket

- Number of cooking zones that can be

used simultaneously: 4

- Easy mounting system (Smart Construction)
« Flush-mounted installation possible

« Approval certificates: CE

« Length of connection cable (cm): 110

« Plug type: without plug

Available Color options

Consumption and connection values:
« Electrical connection value (W): 7400
« Voltage (V): 220-240

« Frequency (Hz): 50 - 60

Accessories
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Side | Radius

Glas size Cut-out size Rear Cut size Deep

A1l B1 C D E F H A2 B2 G
5IE64252 520 590 490 560 50 40 8 526 596 5
51E84252 520 780 490 750 50 40 8 526 786 5
51184251 520 780 490 750 50 40 8 526 786 5
51194291 520 880 490 850 50 40 8 526 886 5
51864211 520 590 490 560 50 40 8 526 596 5
51234291 520 300 490 270 50 40 8 526 306 5
bRE64361 520 590 490 560 50 40 8 526 596 5
5RG64361 520 590 490 560 50 40 8 526 596 5
5RG74351 520 780 490 750 50 40 8 526 786 5
5RZ34411 520 290 490 270 50 40 8 526 296 5
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