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51E64253 Accessories Equipment features
Induction hob, self-ufficient, glass « Type of device: hob induction
ceramic, 60cm « Energy source: electric

. + Quick mounting system

— * Flush mountable

Power / Consumption « Approval certificates: CE
+ Voltage: 220 - 240 V « Length of connection cable: 110 cm
« Total connected load: 7.4 kW * Plug type: without plug
Functions

* - 4 induction cooking zones
- 1x combi induction
- Frameless
- Booster for all induction cooking zones
- Startup Boost
- Smart Slider
- Touch Control
- 10 power levels
- Timer simultaneously for each cooking zone
- Egg timer
- Child lock
- pause
- Recall - repetition of the last settings
- Keep warm function (~70°C)
- Demo mode
- Digital display of cooking levels (red)
- Residual heat display for each cooking zone
- Overflow detection
- Automatic safety shutdown

- Quick Start function

- Multi Control

" Special accessories Consumption and connection values:
- Pot detection

* - Electrical connected load: 7400 watts
« - Voltage: 220-240 Volt
« - Frequency: 50-60 Hz

Cooking zones

*1x@175mm, 1,4 kW (Boost 2,1 kW)
*1x@ 215mm, 2,3 kW (Boost 3,0 kW) Available color variants:
+2x 210 x 190mm, 2,1 kW (Boost 3,0 kW)

Technical data and dimensions

« Device dimensions (W/D): 590 x 520mm

« Unit dimensions (h/w/d): 51 x 560 x 490mm

« Unit dimensions (packed) (H/W/D): 95 x 650 x 600mm
« weight (net / gross) in kg: 9,8/ 10,3 kg

« min. worktop thickness: 16mm
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