
5IX92290

Stand-alone hob
 Induction with integrated extractor fan

Available colour variations:

Accessories:

EAN-Nr.4251003103007

Power / consumption / hob
• Voltage: 220 - 240 V
• Total connected load 7.4 kW
• 2 x Ø 160 mm, 1.2 kW Radiant heating (max. power level 1.4 kW) 
Right and Left Front
• 2 x Ø 200 mm, 2.3 kW Radiant heating (max. power stage 3 kW) 
Right and left rear

Performance / Consumption / Extractor hood
• Energy efficiency class: A++
• Average energy consumption: 36.6 kW/a
• Fan efficiency class: A
• Lighting efficiency class: -
• Grease filter efficiency class: B
• Total connected load: 160 W
• voltage: 220/240V 

Noise min./max. intensive level/normal level: 
 Min 47 dB(A) Max. 65 dB(A) Max. 70 dB(A) 
Fan power max. normal level / intensive level*: 
 with exhaust air operation: 570 m3/h / 660 m3/h 
 in recirculation mode: 420 m3/h / 510 m3/h 

Equipment / Comfort
• Aluminium grille
• Frameless
• touch control 
• Boost function for all induction cooking zones
• Electronic control in 10 power levels
• Main switch for hob and extractor hood
• residual heat display
• pot detection
• child safety lock
• timer
• Countdown function
• Can be installed flush with the surface
• Air outlet / exhaust air duct to the left
• No planning of dishwashers, substructure coolers, plinth drawers or 
the like in the area
of the exhaust air duct possible
• No direct left-sided planning of dishwashers, substructure coolers, 
plinth drawers or the like
with circulating air variant
• Min. cabinet width 900 mm
• Worktop depth min. 600 mm (when planning niche cladding 
correspondingly deeper)
• Base height min. 100 mm

dimensions
- Device dimensions: (H/W/D) 820-982 x 900 x 530mm
- Installation dimensions: (H/W/D) 160-164 x 810 x 500mm

Special accessories: 
5Z9107X1 charcoal filter 
5Z9104X1 Air outlet kit right 
SLG5IX90 base ventilation grille    

Features:

Type of appliance: glass ceramic hob
Design: Built-in device
Energy source: Electrical
Number of simultaneously usable cooking zones : 4
Controls: 
Niche dimensions (mm):
Unit width (mm):900
Dimensions of the device (mm): 
Net weight (kg): 24,71
Gross weight (kg): 36.2
Residual heat display: Yes
Position of the control: Front
Type of control: Touch control 7 segment LED display 
Main surface material: glass ceramic 
Surface colour: black
Frame color: No
Approval certificates: CE
Length of connecting cable (cm): 150
Material control elements: 
Sealed stove top: 
Heaters with booster: All 4

Consumption and connection values:
Electrical connection value (W): 7400 
Fuse protection (A): 
Voltage (V): 220-240
Frequency (Hz): 50; 60
Appliance colour: black 
Energy source: Electrical approval 
certificates: CE 
hob Type of plug: Without plug 
Extractor hood Type of plug: Schuko




